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STEP INTO  
THE SOUND

Line Array Bass System
The rear-facing bass line source is ideal 
for evenly distribution of bass energy 
throughout the listening room. The R 10 
Arreté features eight long-throw drivers, 
each with a linear travel of ±12 mm. They 
provide a cumulative membrane surface 
equivalent to that of a single 15-inch 
driver. Dividing the bass across multiple 
fast subwoofer drivers, however, results in 
greater speed and precision. 

These bass drivers extend up to 2,000 Hz 
with a tapered frequency response. On 
the front baffle, two upper bass/lower 
midrange drivers deliver fast, precise, and 
undistorted performance in the crucial 
lower midrange area where the majority 
of musical dynamics reside. Together with 
the rear-facing bass system, they create 
a vast and open soundstage with deep, 
involving bass.

The Audiovector R 10 enhances 
the realism of the experience, 
transporting listeners so close 
to the heart of a track that they 
can feel the music.

Customisable Bass Control
All amplifiers are different. Some have 
a high damping factor, some a low one. 
A unique Damping Factor Dial makes it 
possible to achieve a perfect impedance 
matching, enabling the listener to 
optimise bass response according to room 
acoustics and preference.

8 x Rear Bass Drivers. 
15-Inch Performance.
The low-frequency array of eight rear-
mounted bass drivers is groundbreaking. 
Representing the equivalent surface area 
and displacement of a 15-inch woofer (yet 
far easier on the eye), it ensures profound 
bass extension with controlled articulation. 

Second-Generation  
Freedom Grounding® Concept
Our revolutionary Freedom Grounding® 
technology reduces movement-induced 
distortion within and between the drive 
units. Operating all the way up into the 
highest MHz frequency range, it is 50% 
more efficient than the original Freedom 1.

A dedicated grounding filter processes 
unwanted currents from the driver chassis, 
which would otherwise cause colouration 
and distortion. This filtered signal is 
then routed to the ground terminal of 
either wall socket or a grounded mains 
distribution unit. The result is a cleaner, 
more engaging sound with a lower noise 
floor and enhanced realism.

Proprietary Crossover Technology
As with every other Audiovector 
component, the R 10 Arreté crossover is 
designed and built to uncompromising 
standards. Double cryogenically treated 
capacitors combine polypropylene 
dielectrics with tin-flashed copper foil 
for an exceptionally musical sound. 
Distortion-optimised copper coils 
in a Dynamic Feed Forward (DFF) 
configuration reduce resistance and 
distortion. Audiovector bypass capacitors, 
meanwhile, preserve the highest treble 
harmonics for ultimate realism.

Unlike conventional loudspeakers, which 
tend to rely on reactive wire-wound 
resistors, Audiovector models integrate 
precision film resistors to guarantee a 
smooth and refined treble response.

R 10    |    Enter the dual dimension
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